
　● Chief ingredient ： Special surface-active agent 　● Density ： 1.05   g/cm
3
  （15℃）

  ● Appearance ： Pale yellow liquid 　● Flash point ： Nil

　● Reaction ： Alkalinity

  ● It is cleaner for air coolers (air side) of out of operation diesel engines.

  ① Powerful solvent with quick penetration and emulsifying action.

  ② Safe to use on all ferrous and non-ferrous metals.

  ① Yunisol AC can be applied by either soaklng or circulation wlth heating up to 50℃～70℃.

  ② To be used under an undiluted in principle.

  ③ Ordinary cleaning operation is applied for between 4 to 5 hours, also the cleaning hours may be considered .

  　　 according to the staining condition.

  ④ Drain system and flush thoroughly with water after cleaning operation.

  ① Product should not be ingested or inhaled.

  ② Gloves and safety goggles should be worn.

  ③ If it contacts with eyes, should be washed with fresh water immediately.

  ④ Do not change container to avoid risk of danger.

  ⑤ If contents need to be transfered use only designated containers.

Wight,kg Size, (WxDxH,cm)

　● 18 L　can 20 23.8×23.8×35

Yunisol　AC
AIR COOLER CLEANER

  Yunisol AC is water-soluble compound containing  a balanced blend of 

  surface-active agents and solvent for removal of stubborn carbon and soils.
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